
Applications

Main features
Sealed RF CO2 Laser with 30 to 55W of power;
MTBF exceeding 40,000 hours;
High-performance galvanometric head;
Capsule diameters: 26 mm to 58 mm;
Capsule heights: 12 mm to 24 mm;
Automatic adjustment of all axes (electrical);
Economic and compact system;
Optional side engraving capability (with an optional second laser).
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CAPS MARK 
CO2 Laser Workstation for Engraving and

Marking Wooden and Plastic Capsules



Technical Specifications

Physical Dimensions (mm)
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Optionals *

*Illustrative Images

Extraction System (with filters);

Extraction System (without filters);

Model CAPS MARK 

Laser Power 30 to 55 W

Laser Type Sealed RF CO2 Laser

Wavelength 10600 nm

Engraving Speed 10,000 mm/s

MTBF (Mean Time Between Failures) 40,000 hours

Workstation Closed with manual side door

Axes Electrical 

Electrical Specifications 220-240V AC 50Hz

Power Consumption 700 to 4000 W (Value dependent on laser power)

Cooling System Air Cooling

Safety Standard CLASS 1 Laser System

Software compatible with Windows operating system; 
Import of PLT, DXF, BMP, PCX, TIFF, JPEG, GIF, MCL files, and more.

Interface:


