
Applications

Main Features
Ytterbium Fiber Laser with a power
range from 20W to 70W;
MTBF exceeding 100,000 hours;
Integration Laser (production lines,
workstations, etc.);
Marking areas from 70mmx70mm to
300x300mm (depending on optical
configuration);
Air cooling;
Compact and cost-effective system.
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FIBER MARK OEM
Fiber Laser System for engraving and marking metals and plastics

Plastics

Metal 



Model FIBER MARK OEM

Laser Power 20W to 70W

Laser Type Ytterbium Fiber Laser

Working Area 70x70mm to 300x300mm

Wavelength 1064nm

Engraving Speed >7000 mm/s.

MTBF (Mean Time Between Failures) +100,000 hours

Preview Diode Laser 650 nm 2 mW

Electrical Specifications 220-240V AC 50Hz

Power Consumption 1000 to 2000 W (Value dependent on laser power)

Cooling System Air cooling

Safety Standard Class 4 Laser System, IEC EN 60825-1:2001

Technical Specifications
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*Illustrative Images

Physical Dimensions (mm)

Extraction System (with Filters);

Extraction System (without Filters);

Optionals *

Software compatible with Windows operating system; 
Import of PLT, DXF, BMP, PCX, TIFF, JPEG, GIF, MCL files, and more.
Standard Communication: Digital inputs;
Optional: TCP/IP and Profinet.

Interface:


